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Instructions for the preparation and installation of the awning

The awning in the transport position is a curved envelope with a zipper, repeating the contours of the boat,
inside which there is a frame.

Please read the instructions carefully before installing because incorrect marking and assembly can
damage the fittings and skew the structure.

Installation and marking of the main and additional mountings is carried out on an inflated boat.

Gluing
Application: The glue in an aluminum tube is specially designed to work with PVC inflatable products.

1. Attach the main and auxiliary fastenings to the boat according to the markings

(depending on the boat model) and circle with a pencil.

2. Clean the surfaces of the boat, main and auxiliary fastenings. They must be free of any grease,
dirt or oil.

3. Please apply one thin straight layer of glue to each surface and wait 30 minutes until it is dry
but not sticky.

4. Please apply second thin straight layer of glue to each surface. Wait 3-5 minutes

(surfaces should not be visibly damp). Do not dry completely.

5. Place the fastening to the bonding point on the tube. Then push it down as hard as you can use
a smooth metal roller or something similar to it.

Squeeze out the air bubbles from the center to the edges and make sure there is no crease.

6. For better adhesion, heat the bonding area to 60° and press again.

7.Stretch and install the awning no earlier than 3-4 hours after gluing.

Safety measures:
& The glue can cause dryness or cracking of the skin.

Glue vapors can cause drowsiness, dizziness, eyes and skin irritation.

Keep away from sources of ignition. Do not smoke when working with glue.

x In case of contact with eyes, rinse immediately with plenty of water and seek medical advice.
In case of fire, use carbon dioxide.

Avoid contact with skin and eyes.

3 E Do not throw into drains or use this material and its container as a collection point.

The product may cause an allergic reaction.
Keep out of the reach of children.

Recommendations for using the awning:

- do not move the boat under the awning at high speed;

- do not use the awning in strong wind,

- do not use the awning at low temperatures (I =-5'C)

Dry the awning before storing it in the cover page. |



Awning installation stages

1. Mark according to the correct dimensions (depending on the boat model) and glue it
Main fastening and auxiliary fastening (pic.1)
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2. Fix the supporting stands in the main fastening with the screw "wing-nut",
depending on the boat model (c1p. 3)
3. Determine visually the bow and stern parts of the awning, depending on the boat model (pic. 2)
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3.1 for the product Protective canopy pass the arches of the frame into the pockets of the awning,
which located inside the awning.

3.2 For the product Bimini Top pass the arches of the frame into the pockets of the awning,

which are located inside the awning, while between the pockets
insert auxiliary tapes with holders.

I

pic. 2 - model of a rowing boat with an awning

4. Connect the arches of the frame by means of a push-button latch with the supporting racks up to
characteristic click.

5. Use tapes, stretch and fix the frame by fixing the holder

on auxiliary fastening on the bow part and stern page. 2



2. Fixing of the support stands of the frame in the main fastening on a boat.

K-220, K-240, K-260T,
K-280T, K-280CT

K-250T, K-270T, K-290T

KM-260, KM-280, KM-300,
KM-330, KM-280D, KM-300D,
KM-330D, KM-360D

KM-300DL, KM-330DL,
KM-330DSL, KM-360DSL

KM-400DSL, KM-450DSL

page. 3



Installation of fastenings for products
pic. 3 Protective canopy; Bimini Top
To the boat models K-220T, K-240T, K-260T, K-280T
3

* 790 measurements
"center of the tape"

The size from the center of the tape to the axis of the main fastening of the awning 1
for K-220T, K-240T, K-260T, K-280T
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- Place the down part of the auxiliary fastening 2, 3, 6 to the mark 220 mm deferred up

from an arbitrary flat surface in the center of the tape;

- Place the down part of the auxiliary fastening 7 to mark 370 mm deferred up from

an arbitrary flat surface in the center of the tape;

- Place the down part of the auxiliary fastening 4 and 5 to mark 220 mm deferred up

from an arbitrary flat surface opposite the remaining fasteners, after protective canopy installation

Note: Use the auxiliary fastening 2 and 7 for the Bimini Top page.4



_ Installation of fastenings for products
pic. 3 Protective canopy; Bimini Top
To the boat models K-250T, K-270T, K-290T
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* The size from the center of the tape to the axis of the main fastening of the awning 1

for K-250T, K-270T, K-290T
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Starting point
measurements
"center of the tape"

Arbitrary flat surface

- Place the down part of the auxiliary fastening 2, 3, 6, 7, 8 to mark 220 mm deferred

up from an arbitrary flat surface in the center of the tape;

- Place the down part of the auxiliary fastening 4 and 5 to mark 220 mm deferred

up from an arbitrary flat surface opposite the remaining fasteners, after

protective canopy installation.

Note: Use the auxiliary fastening 2 and 7 for the Bimini Top

page.5



Installation of fastenings for products
Protective canopy; Bimini Top

To the boat model K-280CT
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X740 Starting point measurement
— - "edge of the tape" for 1

* The size from the edge of the tape to the axis of the main fastening of the awning 1

Arbitrary flat surface P

- Place the down part of the auxiliary fastening 2, 3, 6 to the mark 250 mm deferred up

from an arbitrary flat surface in the center of the tape;

- Place the down part of the auxiliary fastening 7 to the mark 430 mm deferred up from

an arbitrary flat surface in the center of the tape;

- Place the down part of the auxiliary fastening 4 and 5 to the mark 250 mm deferred up

from an arbitrary flat surface opposite the remaining fasteners, after protective canopy installation

Note: Use the auxiliary fastening 2 and 7 for the Bimini Top page. 6



pic. 3 Installation of the fastenings
Protective canopy; Bimini Top
to the boat models KM-260, KM-280
KM-280D
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* The size from the edge of the tape to the axis of the main fastening 1 for KM-260, KM-280, KM-280D
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- On the stern side of the tube the form of a cone from the inside part type A (turned),

place auxiliary fastening, molded seam under the angle 90° to the tape, on the

140 mm mark lowered from an arbitrary flat surface at an angle 90°;

- On the stern side of the tube in the form of a cone from the outside part place

auxiliary fastening of the awning, with a molded seam at an angle of 90 ° to the tape, at the mark
100 mm lowered from a flat surface at an angle 90°;

- In the bow of the boat, place the bottom of the auxiliary fastening in the center of the tape

and at a distance of 10 mm above the rubbing strake.

Note: Use auxiliary fastening 2. and 4. for the Bimini Top page. 7



Installation of the fastenings

Protective canopy; Bimini Top

to the boat models KM - 300, KM - 330
KM -300D KM - 330D KM - 360D
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- On the stern side of the cylinder in the form of a cone from the inside type A (turned),

place an auxiliary fastening, molded seam at an angle 90° to the tape,

to the mark 170 mm lowered from a flat surface at an angle 90°;

- On the stern side of the tube in the form of a cone from the outside part place an auxiliary fastening,
molded seam at an angle 90° to the tape,

to the mark 110 mm lowered from an arbitrary flat surface at an angle 90°;

- In the bow of the boat, place the bottom of the auxiliary fastening in the center of the tape

and at a distance of 10 mm above the rubbing strake.

Note: Use auxiliary fastening 2. and 4. for the Bimini Top page. 8



Installation of the fastenings

Protective canopy; Bimini Top

to the boat models KM - 300DL, KM - 330DL,
KM - 330DSL, KM - 360DSL
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* The size from the edge of the tape to the axis of the main fastening of the awning for KM-300DL
** The size from the edge of the tape to the axis of the main fastening for KM-330DL, KM-330DSL
**% The size from the edge of the tape to the axis of the main fastening for KM-360DSL

Type A Type A (increased)

- On the stern side of the cylinder in the form of a cone from the inside type A (increased), place

an auxiliary fastening, molded seam at an angle 90° to the tape, to the mark 90 mm lowered from

an arbitrary flat surface at an angle 90°

- On the stern side of the tube in the form of a cone from the outside part place, molded seam at an angle 90°
to the tape, to the mark 70 mm lowered from an arbitrary flat surface at an angle 90°;

- In the bow of the boat, place the bottom of the auxiliary fastening in the center of the tape

and at a distance of 10 mm above the rubbing strake.

Note: Use auxiliary fastening 2 and 4 for the Bimini Top page. 9



Installation of the fastenings
Protective canopy; Bimini Top
to the boat models KM-400DSL, KM-450DSL
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- On the stern side of the tube in the form of a cone from the inside place type A (increased),

place an auxiliary fastening, molded seam at an angle 90° to the tape, to the mark 120 mm lowered from
an arbitrary flat surface at an angle 90°

- On the stern side of the cylinder in the form of a cone from the outside part place, molded seam at

an angle 90° to the tape, to the mark 130 mm lowered from an arbitrary flat surface at an angle 90°;

- In the bow of the boat, place the bottom of the auxiliary fastening in the center of the tape

and at a distance of 10 mm above the rubbing strake.

Note: Use auxiliary fastening 3 and 5 for the Bimini Top page. 10
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