
How To Jump Start 12V Vehicles:
1.

2.

3.

Charging Cell Phone or Tablet
1.
2.
3.

Handleiding
Jump Starter

Model: T8 MAX

USER MANUAL 
Dank u voor uw keuze voor de TACKLIFE T8 MAX Jump Starter. Volg altijd de 
basisveiligheidsvoorschriften nauwgezet op en bewaar deze handleiding voor 
toekomstig gebruik.

A. ONDERDELEN EN FUNCTIONELE BESCHRIJVING:

1.
2.
3.
4.
5.
6.
7.
8.
9.

12V-jumperkabelpoort
USB-snellaadingang
USB-snellaaduitgang
LED-zaklamp
12V 10A-uitgang
Aan/uit-knop
Stroomindicator
Schakelaar waarschuwingslampje
Waarschuwingslampje

12V 10A OutputQuick charge inputQuick charge output12V Jumper cable port

Wandlader

Smart Startkabelble

Voor 12V auto producten

B. BATTERIJ INDICATOR
Druk op de aan/uit-knop; het aan/uit-lampje zal het volgende aangeven:

Tijdens het opladen knipperen de indicatoren cyclisch en geeft het aantal continu 
brandende blauwe lampjes aan hoeveel stroom er is opgeslagen. Alle indicatoren 
zijn uit wanneer er niet wordt opgeladen of er geen belasting is.

C.GEBRUIKSAANWIJZING:
Hoe laad je de TACKLIFE T8 MAX op?
1.
2.

Indicator
Vermogensniveau

no one
0%

one
25%

two
50%

three
75%

four
100%

Sluit de wandlader (100~240V) aan op de USB-snellaadingang. 
Steek de wandlader in een universeel stopcontact.

Insert the blue end of the jumper cable into the unit and 
make sure the indicator is off. (NOTE: If there is the beep, 
the power of T8 MAX is too low to start your car, you 
need to fully charge it.)
Connect the clamps to the battery terminals [red to the 
positive (+), black to the negative (-)].
Operate as following instruction of the Cable Indicator:

LED Flashlight Instruction
Press the power button 3s to turn on the LED flashlight. Then each time you press the 
button again, the other 3 modes appear in turn (strobe, SOS, off).

Warning Light Instruction
Press the warning light switch to light on the red warning light, then each time you 
press the button again, the other 2 modes appear in turn (white, off).

D. Package Content

Plug the USB cable into the USB quick charge output.
Connect the USB cable with your cell phone or tablet.
Press the power button to charge.

4.

5.

6.

G. TROUBLE SHOOTING:
If the following remedies cannot solve your problem, please stop using T8 MAX and 
contact the seller from whom you bought this product.

Number
①

②

③

④

Parts Name
Host

USB cable
Wall charger

Smart jumper cable

Quantity
1
1
1
1

Number
⑤

⑥

⑦

⑧

Parts Name
Cigarette lighter adapter

User manual
Warranty card

Carry case

Quantity
1
1
1
1

E.TECHNICAL SPECIFICATIONS：
Size: 22.5x8.5x3 cm  
Weight: 630g
Battery Capacity: 20000mAh (74Wh)
Output: Dual quick charge (5V/2.4A, 9V/2A), 12V/10A, 12V Jumper cable interface
Input: Quick charge (5V/2.4A, 9V/2A)
Full charging time: 5hrs
Starting current: 350A(5s), 450A(3s)
Peak current: 2000A
Operating temperature: -20°C ~ 60°C

F. FAQ:
1.

2.

3.

How to turn off T8 MAX?
T8 MAX has the intelligent detection function, once there is no use or charging, it 
will automatically shut down to save power.
How long does it take to fully recharge this unit?
About 5 hours through the wall charger included.
How many times can T8 MAX charge a cell phone?
It depends on the battery capacity of your cell phone. Take iPhone6 as an example, 
it can finish 8 times of charging.

How many times can this unit jump start a car?
Up to 40 times after a single charge.
What's the service life of TACKLIFE T8 MAX?
Usually 3-5 years under normal condition.
How long can T8 MAX hold a charge?
Up to 6 months after a full charge. However, in order to extend its service life and 
avoid the unexpected situation, it's recommended to recharge it every 3 months.

Problem
No response when 
pressing the power 
button.

Possible Reason
The self-protection is 
activated due to the low 
voltage or short circuit.

Remedy

Charge the unit to reactivate 
the product.

H. COMPOSITIONS AND AMOUNT OF TOXIC AND HARMFUL 
SUBSTANCES IN T8 MAX:

I. Warning
01.
02.

03.
04.
05.
06.
07.

TOXIC AND HARMFUL SUBSTANCES

Pb

O

Hg

O

Cd

O

Cr（Vi）

O

PBB

O

PBDE

O

O: Indicate all homogeneous materials’ hazardous substances content is below 
the MCV limit specified in the Standard 2002/95/EC(RoHS).

Read the user manual carefully before using this unit.
Jump start 12V vehicles only. DO NOT hazard to use it to aircraft or ship that has 
overloaded engines.
Be cautious while using this unit.
DO NOT use this unit if any clamp or cord is damaged.
DO NOT use it in place of a vehicle battery.
DO NOT use it as a battery charger.
Never leave it connected to the vehicle battery after cranking your car successfully.
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Use the jumper cable provided with the unit only.
Make sure the BLUE plug of the jumper cable is fully inserted into the jumping 
socket. Otherwise, the BLUE plug would be melted.
Make sure all the battery connections are clean and well connected before 
jumping start. If the vehicle battery is too dirty or over corroded, the unit may not 
work as so powerful. 
DO NOT jump start more than 3 times in a row. It could damage the unit by 
overheat. Let it cool down for 2 minutes before next round.
Remove the product from the vehicle battery within 30s after jump starting 
successfully. If not, it could cause the damage. 
DO NOT connect the positive and negative pins together when it is power on.
Only jump start when at least 3 indicators are lit.
DO NOT use by young or infirm persons without supervision.
DO NOT use as a toy.
DO NOT wet the product.
DO NOT immerse the product in water.
DO NOT use the product in explosive atmospheres, such as the environment with 
flammable liquid, gas or dust.

20.

21.
22.

23.
24.
25.
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27.
28.
29.

30.

DO NOT disassemble and modify this product. Only a professional technician may 
repair it.
DO NOT expose this product to extreme heat or fire.
In order to avoid a short circuit caused by metals incautiously fall into the hole, 
please remove your ornaments such as rings, necklace,  bracelets before using it.
DO NOT drop the unit. Please have it checked by a technician if it is badly broken.
DO NOT store in locations where the temperature may exceed 70°C.
Charge at ambient temperature between 0°C and 60°C .
Only charge it with the provided charger in the package.
DO NOT use the unit to jump start a vehicle while charging the internal battery.
Please immediately put it to recycle if this unit start to leak liquid.
Battery leakage can occur under extreme conditions. Please do not directly touch it 
by hands when this situation happens. If there is direct skin contact, please 
immediately wash your hands with soap. If it comes to your eyes, you must wash 
your eyes with running cold water for 10 minutes and go to hospital immediately.
This unit contains lithium battery, at the end of the product life, please dispose it 
according to your local regulation.

- 01 - - 02 - - 03 -

- 04 - - 05 - - 06 - - 07 -

Note: The red and green light flash alternately indicates the starting of 2 minutes product auto-protection, 
please use the booster after the end of the state of auto-protection.
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Supply Power for 12V Automotive Product
1.
2.
3.

Plug the cigarette lighter adapter into the 12V 10A output port.
Connect the 12V auto product with the cigarette lighter adapter.
Press the power button to start working.
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Green LightGraphic Red Light

ON OFF

OFF ON

Blinking OFF

OFF OFF

Reason/Solutions

REVERSE CORRECT BOOST

REVERSE CORRECT BOOST

REVERSE CORRECT BOOST

The connection is correct,ready to 
start your car.

 

The power of the car battery is too low 
or the car battery is totally dead.Press
"BOOST"button, the green light will turn 
on then start the engine in 30 seconds.

OFF Blinking

Blinking Blinking

Overcurrent protection, wait for at least 
30 seconds. 

Temperature protection initiates, wait 
10 mins resume automatically.  

The internal battery is too hot,allow the 
unit to cool / The T8 MAX is at low power 
capacity  / Please connect tightly the 
unit and clamps again.    

REVERSE CORRECT BOOST

Reverse the battery connections, 
please reconnect the poles correctly 
until the green light on.   

Red light on with 
Buzzing 

REVERSE CORRECT BOOST

Beep,Beep

4.Make sure all of the connections right and then start the engine.
5.Once you have started your engine, disconnect the clamps, and remove the T8 MAX.

Aukey Technology Co., LTD.

www.tacklifetools.com

www.facebook.com/Tacklife.US

support@autotacklife.com

Room 102, Building P09, South China City Electronic 
trading center, Longgang District Shenzhen




